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SECTI ON 102123

CUBI CLE CURTAI N TRACKS

PART 1 - GENERAL

1.1 DESCRI PTI ON

A. This section specifies cubicle curtain track (C.C.T

1.2 RELATED WORK
A. Steel shapes for suspending track assembly: Section
FABRICATIONS and Section 095100, ACOUSTICAL CEILING
1.3 SUBM TTALS

A. Submitin accordance with Section 013323, SHOP DRAW
SAMPLES.

B. Samples:

1. One 300 mm (12 inch) long piece of cubicle curtain
access and end stop.

2. Oneclipanchorforfasteningtracktogridsystem

3. One curtain carrier.
C. Shop Drawings: Showing layout of tracks and method
D. Manufacturer's Literature and Data:

1. Cubicle curtain track.

1.4 DELI VERY, STORAGE AND HANDLI NG

A. Delivermaterialinoriginal package markedtoiden
name, and the name of the manufacturer or supplier.

B. Store in dry and protected location. Store so as to
tracks.

C. Do not open packages until contents are needed for
verification inspection is required.
1.5  APPLI CABLE PUBLI CATI ONS

A. Thepublicationslistedbelowformapartofthiss
referenced. The publications are referenced in the
designation only.

B. American Society for Testing and Materials (ASTM):

B221-08........... Aluminum and Aluminum-Alloy Extru
Shapes, and Tubes.

B456-03(R2009)....Electrodeposited Coatings for Cop
Chromium and Nickel Plus Chromium

C. The National Association of Architectural Metal Man
AMP 500 Series....Metal Finishes Manual
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PART 2 - PRODUCTS

2.1

A.

2.3

2.4

CUBI CLE CURTAI N TRACKS
Surface mounted :

1. Channel Tracks (Surface Mounted Type): Extruded alu
alloy 6063, temper T5 or T6, channel shaped, with s
for curtain carriers.

Curtain Carriers: Nylon or delrin carriers, with ei
wheels on metal, delrin, or nylon axles. Equip each
stainlesssteel,chromiumplatedbrassorsteelhoo
chromium plated brass or stainless steel bead chain
delrin carriers may have moulded on delrin hooks. H
be the same material and finish as the bead chain o
steel. Provide 2.2 carriers for every 300 mm (one f
each track length, plus one additional carrier.

End Stop Connectors, Ceiling Flanges and Other Acce
the same material with the same finish as the track

HangersandFittings: Fabricate fromthe same mater
as the tracks. Hangers may be round or square for ¢
for tubular tracks. Design fittings to be compatibl
and to safely transmit the track load to the hanger

At end of each section of track, make provision for
ofcarriers. Designtopreventaccidentalremoval o
mechanism shall be removable with common tools.
FASTENERS

Exposed Fasteners, Screws and Bolts: Stainless stee
plated brass.

Concealed Fasteners, Screws and Bolts: Hot-dip galv
moisture areas use stainless steel).

MetalClips: Anchorcurtaintrackstoexposedgrid

ceilings, with concealed metal (butterfly) type or

type ceiling clip of high strength spring steel. Wh
toinstallthe metal ceiling clip, the cubicle curt

to the ceiling grid.

FI NI SHES

Aluminum: Finish numbers for aluminum specified are
Aluminum Association's Designation System. AA-C22A3
FABRI CATI ON

Weld and grind smooth joints of fabricated componen

Form tracks and bends of lengths that will produce
joints. Make track sections up to 4800 mm (16 feet)
corner bend on a 300 mm (12 inch) radius.

Provide steel anchor plates, supports, and anchors
to building construction.

Form flat surface without distortion.

Shop assemble components and package complete with
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PART 3 - EXECUTI ON

3.

1

.2

| NSTALLATI ON

Install tracks after finish painting and ceiling fi
complete.

Install track level and hangers plumb and securely
to form a rigid installation.

Anchor surface mounted curtain tracks directly to e
acousticaltile ceilings with suitable fasteners, s
mm (24 inches) on center.

Anchorsurfacemountedcurtaintrackstogypsumboa
of 3 mm (1/8-inch) diameter fastenings or concealed
than 900 mm (three feet) on center.

Install suspended track seven feet, three inches ab
withhangersspacednomorethanfourfeetoncente

flange fittings secured to hangers with set screws.
with flanged fittings and to hangers with special f

Securely fasten end stop caps to prevent their bein
striking weight of carriers.

Remove damaged or defective components and replace

repair to the original condition.

ACCEPTANCE

Track shall be installed neat, rigid, plumb, level
anchored to the overhead construction.

Carrier units shall operate smoothly and easily ove
travel.

---END---
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